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KEY FEATURES 

JKM320PP-72

Positive power tolerance of 0/+3%

305-320 Watt
POLY CRYSTALLINE MODULE

ISO9001:2008�aISO14001:2004�aOHSAS18001
certified factory.
IEC61215�aIEC61730 certified products.

Power
Warranty

PID-FREE

2400 Pa
5400 Pa

RESISTANT

LOW LIGHT

CLIMATE
DURABILITY

Polycrystalline 72-cell module achieves a power output up to 320Wp.

High Power Output:

Limited power degradation of Eagle module caused by PID effect is 
guaranteed under 60 �¥ /85% RH condition for mass production.

Anti-PID Guarantee:

Advanced glass and surface texturing allow for excellent performance in 
low-light environments. 

Low-light Performance:

Certified to withstand: wind load (2400 Pascal) and snow load (5400 Pascal).

Severe Weather Resilience:

High salt mist and ammonia resistance certified by TUV NORD.

Durability against extreme environmental conditions:

Improved temperature coefficient decreases power loss during high 
temperatures. 

Temperature Coefficient:

4 Busbar Solar Cell:
4 busbar solar cell adopts new technology to improve the efficiency of 
modules , offers a better aesthetic appearance, making it perfect for rooftop 
installation. 

(4BB)

MCS

LINEAR PERFORMANCE WARRANTY
10 Year Product Warranty     25 Year Linear Power Warranty
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linear performance warranty

Standard performance warrantyAdditional value from Jinko Solar’s linear warranty



Engineering Drawings

SPECIFICATIONS

Mechanical Characteristics

Electrical Performance & Temperature Dependence

The company reserves the final right for explanation on any of the information presented hereby. EN-MKT-320PP_rev2015

�)�K�R�R���:�_�V�K

�4�U���U�L���I�K�R�R�Y

�*�O�S�K�T�Y�O�U�T�Y

�=�K�O�M�N�Z

�,�X�U�T�Z���-�R�G�Y�Y

�,�X�G�S�K

�0�[�T�I�Z�O�U�T���(�U�^

�5�[�Z�V�[�Z���)�G�H�R�K�Y

�6�U�R�_���I�X�_�Y�Z�G�R�R�O�T�K�����������˜�������S�S���������O�T�I�N��

�����������˜������

���������˜�������˜�����S�S���������������˜�����������˜�����������O�T�I�N��

�����������Q�M���������������R�H�Y����

�������S�S�����.�O�M�N���:�X�G�T�Y�S�O�Y�Y�O�U�T�����2�U�]���/�X�U�T�����:�K�S�V�K�X�K�J���-�R�G�Y�Y

�'�T�U�J�O�`�K�J���'�R�[�S�O�T�O�[�S���'�R�R�U�_

�/�6�������8�G�Z�K�J

Packaging Configuration
���������:�]�U���H�U�^�K�Y���#�5�T�K���V�G�R�R�K�Z����

�����V�I�Y�����H�U�^���������V�I�Y���V�G�R�R�K�Z���������������V�I�Y��������.�7���)�U�T�Z�G�O�T�K�X

�ü

4.5

14

95.5

55

55

3

8

�û

�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9

�ú

40

�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9

10
0

86
0

13
60

L

942

�û

Installing Holes

�ü �ú
Label

Junction box

Cathode - + Anode

Connector

Grounding  Holes

A A

Current-Voltage & Power-Voltage 
Curves (305W)

Temperature Dependence
 of Isc,Voc,Pmax

Isc

Voc

Pmax

2-
Ø4

²�:�•�<�����˜�������S�S�����2�K�T�M�Z�N� ���������S�S���U�X���)�[�Y�Z�U�S�O�`�K�J���2�K�T�M�Z�N

�/�X�X�G�J�O�G�T�I�K�����������=���S�� �'�3�#�������9�:�)� 

�/�X�X�G�J�O�G�T�I�K���������=���S�� �'�3�#�������4�5�)�:� 

�6�U�]�K�X���S�K�G�Y�[�X�K�S�K�T�Z���Z�U�R�K�X�G�T�I�K� ���r��������

�=�O�T�J���9�V�K�K�J�����S���Y

�3�U�J�[�R�K���:�_�V�K��

�3�G�^�O�S�[�S���6�U�]�K�X�����6�S�G�^��

�3�G�^�O�S�[�S���6�U�]�K�X���<�U�R�Z�G�M�K�����<�S�V��

�3�G�^�O�S�[�S���6�U�]�K�X���)�[�X�X�K�T�Z�����/�S�V��

�5�V�K�T���I�O�X�I�[�O�Z���<�U�R�Z�G�M�K�����<�U�I��

�9�N�U�X�Z���I�O�X�I�[�O�Z���)�[�X�X�K�T�Z�����/�Y�I��

�3�U�J�[�R�K���+�L�L�O�I�O�K�T�I�_���9�:�)��������

�5�V�K�X�G�Z�O�T�M���:�K�S�V�K�X�G�Z�[�X�K���-��

�3�G�^�O�S�[�S���Y�_�Y�Z�K�S���\�U�R�Z�G�M�K

�3�G�^�O�S�[�S���Y�K�X�O�K�Y���L�[�Y�K���X�G�Z�O�T�M

�6�U�]�K�X���Z�U�R�K�X�G�T�I�K

�:�K�S�V�K�X�G�Z�[�X�K���I�U�K�L�L�O�I�O�K�T�Z�Y���U�L���6�S�G�^

�:�K�S�V�K�X�G�Z�[�X�K���I�U�K�L�L�O�I�O�K�T�Z�Y���U�L���<�U�I

�:�K�S�V�K�X�G�Z�[�X�K���I�U�K�L�L�O�I�O�K�T�Z�Y���U�L���/�Y�I

�4�U�S�O�T�G�R���U�V�K�X�G�Z�O�T�M���I�K�R�R���Z�K�S�V�K�X�G�Z�[�X�K�������4�5�)�:��

�)�K�R�R���:�K�S�V�K�X�G�Z�[�X�K�������q�)

�'�S�H�O�K�T�Z���:�K�S�V�K�X�G�Z�[�X�K�������q�)

5 10 15 20 25 30 350 40 45

0

1

2

3

4

5

6

7

8

9

10

0

45

90

135

180

225

270

315

-40�- ~+85�-

1000VDC (IEC)   

15A

0~+3%

-0.40%/�-

-0.30%/�-

0.06%/�-

45±2�-

19
56

992

JKM305PP

305Wp

36.8V

8.30A

45.6V

8.91A

15.72%

JKM310PP

310Wp

37.0V

8.38A

45.9V

8.96A

15.98%

226Wp 231Wp

6.72A 6.81A

33.6V 33.9V

42.2V 42.7V

7.22A 7.26A

�9�:�) �4�5�)�: �9�:�) �4�5�)�:

JKM315PP

315Wp

37.2V

8.48A

46.2V

9.01A

16.23%

235Wp

6.84A

34.3V

43.2V

7.29A

�9�:�) �4�5�)�:

JKM320PP

320Wp

37.4V

8.56A

46.4V

9.05A

16.49%

238Wp

6.86A

34.7V

43.7V

7.30A

�9�:�) �4�5�)�:

35

7.740



www.jinkosolar.com

KEY FEATURES 

High module conversion efficiency (up to 16.50%), through innovative 
manufacturing technology.

JKM270P-60

Positive power tolerance of 0/+3%

255-270 Watt
POLY CRYSTALLINE MODULE

ISO9001:2008�aISO14001:2004�aOHSAS18001
certified factory.
IEC61215�aIEC61730 certified products.

High Efficiency:

4 Busbar Solar Cell:

Advanced glass and solar cell surface texturing allow for excellent 
performance in low-light environments.

Low-light Performance:

Certified to withstand: wind load (2400 Pascal) and snow load (5400 Pascal).

Severe Weather Resilience:

High salt mist and ammonia resistance certified by TUV NORD.

Durability against extreme environmental conditions:

4 busbar solar cell adopts new technology to improve the efficiency of 
modules , offers a better aesthetic appearance, making it perfect for rooftop 
installation. 

(4BB)

MCS

LINEAR PERFORMANCE WARRANTY
10 Year Product Warranty     25 Year Linear Power Warranty
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Current-Voltage & Power-Voltage 
Curves (260W)

Temperature Dependence
 of Isc,Voc,Pmax

Packaging Configuration
���������:�]�U���H�U�^�K�Y�#�5�T�K���V�G�R�R�K�Z������

The company reserves the final right for explanation on any of the information presented hereby. EN-MKT-270P_v1.0_rev2015
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www.jinkosolar.com

KEY FEATURES 

JKM315P-72

Positive power tolerance of 0/+3%

295-315 Watt
POLY CRYSTALLINE MODULE

ISO9001:2008�aISO14001:2004�aOHSAS18001
certified factory.
IEC61215�aIEC61730 certified products.

High module conversion efficiency (up to 16.23%), through innovative 
manufacturing technology.

High Efficiency:

4 Busbar Solar Cell:

Advanced glass and solar cell surface texturing allow for excellent 
performance in low-light environments.

Low-light Performance:

Certified to withstand: wind load (2400 Pascal) and snow load (5400 Pascal).

Severe Weather Resilience:

High salt mist and ammonia resistance certified by TUV NORD.

Durability against extreme environmental conditions:

4 busbar solar cell adopts new technology to improve the efficiency of 
modules , offers a better aesthetic appearance, making it perfect for rooftop 
installation. 

MCS

(4BB)

LINEAR PERFORMANCE WARRANTY
10 Year Product Warranty     25 Year Linear Power Warranty
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Standard performance warrantyAdditional value from Jinko Solar’s linear warranty



Engineering Drawings

SPECIFICATIONS

Mechanical Characteristics

Electrical Performance & Temperature Dependence

The company reserves the final right for explanation on any of the information presented hereby. EN-MKT-315P_v1.0_rev2015

�)�K�R�R���:�_�V�K

�4�U���U�L���I�K�R�R�Y

�*�O�S�K�T�Y�O�U�T�Y

�=�K�O�M�N�Z

�,�X�U�T�Z���-�R�G�Y�Y

�,�X�G�S�K

�0�[�T�I�Z�O�U�T���(�U�^

�5�[�Z�V�[�Z���)�G�H�R�K�Y

�6�U�R�_���I�X�_�Y�Z�G�R�R�O�T�K�����������˜�������S�S���������O�T�I�N��

�����������˜������

���������˜�������˜�����S�S���������������˜�����������˜�����������O�T�I�N��

�����������Q�M���������������R�H�Y����

�������S�S�����.�O�M�N���:�X�G�T�Y�S�O�Y�Y�O�U�T�����2�U�]���/�X�U�T�����:�K�S�V�K�X�K�J���-�R�G�Y�Y

�'�T�U�J�O�`�K�J���'�R�[�S�O�T�O�[�S���'�R�R�U�_

�/�6�������8�G�Z�K�J

Packaging Configuration
���������:�]�U���H�U�^�K�Y���#�5�T�K���V�G�R�R�K�Z����

�����V�I�Y�����H�U�^���������V�I�Y���V�G�R�R�K�Z���������������V�I�Y��������.�7���)�U�T�Z�G�O�T�K�X

Current-Voltage & Power-Voltage 
Curves (305W)

Temperature Dependence
 of Isc,Voc,Pmax

Isc

Voc

Pmax

²�:�•�<�����˜�������S�S�����2�K�T�M�Z�N� ���������S�S���U�X���)�[�Y�Z�U�S�O�`�K�J���2�K�T�M�Z�N��

�/�X�X�G�J�O�G�T�I�K�����������=���S�� �'�3�#�������9�:�)� 

�/�X�X�G�J�O�G�T�I�K���������=���S�� �'�3�#�������4�5�)�:� 

�6�U�]�K�X���S�K�G�Y�[�X�K�S�K�T�Z���Z�U�R�K�X�G�T�I�K� ���r��������

�=�O�T�J���9�V�K�K�J�����S���Y

�3�U�J�[�R�K���:�_�V�K��

�3�G�^�O�S�[�S���6�U�]�K�X�����6�S�G�^��

�3�G�^�O�S�[�S���6�U�]�K�X���<�U�R�Z�G�M�K�����<�S�V��

�3�G�^�O�S�[�S���6�U�]�K�X���)�[�X�X�K�T�Z�����/�S�V��

�5�V�K�T���I�O�X�I�[�O�Z���<�U�R�Z�G�M�K�����<�U�I��

�9�N�U�X�Z���I�O�X�I�[�O�Z���)�[�X�X�K�T�Z�����/�Y�I��

�3�U�J�[�R�K���+�L�L�O�I�O�K�T�I�_���9�:�)��������

�5�V�K�X�G�Z�O�T�M���:�K�S�V�K�X�G�Z�[�X�K���-��

�3�G�^�O�S�[�S���Y�_�Y�Z�K�S���\�U�R�Z�G�M�K

�3�G�^�O�S�[�S���Y�K�X�O�K�Y���L�[�Y�K���X�G�Z�O�T�M

�6�U�]�K�X���Z�U�R�K�X�G�T�I�K

�:�K�S�V�K�X�G�Z�[�X�K���I�U�K�L�L�O�I�O�K�T�Z�Y���U�L���6�S�G�^

�:�K�S�V�K�X�G�Z�[�X�K���I�U�K�L�L�O�I�O�K�T�Z�Y���U�L���<�U�I

�:�K�S�V�K�X�G�Z�[�X�K���I�U�K�L�L�O�I�O�K�T�Z�Y���U�L���/�Y�I

�4�U�S�O�T�G�R���U�V�K�X�G�Z�O�T�M���I�K�R�R���Z�K�S�V�K�X�G�Z�[�X�K�������4�5�)�:��

-40�- ~+85�-

1000VDC (IEC)

15A

0~+3%

-0.41%/�-

-0.31%/�-

0.06%/�-

45±2�-

�)�K�R�R���:�K�S�V�K�X�G�Z�[�X�K�������q�)

�'�S�H�O�K�T�Z���:�K�S�V�K�X�G�Z�[�X�K�������q�)

5 10 15 20 25 30 350 40 45

0

1

2

3

4

5

6

7

8

9

10

0

45

90

135

180

225

270

315

�ü

4.5

14

95.5

55

55

3

8

�û

�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9

�ú

40

�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9�9

10
0

86
0

13
60

L

942

�û

Installing Holes

�ü �ú
Label

Junction box

Cathode - + Anode

Connector

Grounding  Holes

A A

2-
Ø4

19
56

992

JKM295P

295Wp

36.2V

8.15A

45.1V
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www.jinkosolar.com

MCS

KEY FEATURES 

High module conversion efficiency (up to 16.49%), through innovative 
manufacturing technology.

JKM320M-72

Positive power tolerance of 0/+3%

300-320  Watt
MONO CRYSTALLINE MODULE

ISO9001:2008�aISO14001:2004�aOHSAS18001
certified factory.
IEC61215�aIEC61730 certified products.

High Efficiency:

Advanced glass and solar cell surface texturing allow for excellent 
performance in low-light environments.

Low-light Performance:

Certified to withstand: wind load (2400 Pascal) and snow load (5400 Pascal).

Severe Weather Resilience:

High salt mist and ammonia resistance certified by TUV NORD.

Durability against extreme environmental conditions:

LINEAR PERFORMANCE WARRANTY
10 Year Product Warranty     25 Year Linear Power Warranty
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linear performance warranty

Standard performance warrantyAdditional value from Jinko Solar’s linear warranty



Current-Voltage & Power-Voltage 
Curves (300W)

Temperature Dependence
 of Isc,Voc,Pmax

The company reserves the final right for explanation on any of the information presented hereby. EN-MKT-320M_v1.0_rev2015

Engineering Drawings

SPECIFICATIONS

Mechanical Characteristics
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Electrical Performance & Temperature Dependence

Packaging Configuration
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